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Fresh thinking.
Responsible solutions.

Double Deck Island Case

O2DMZD

Merchandising frozen food in a low profile, double deck layout, this versatile 
display case can be set against a wall or as a back to back walk-around island.



Model O2DMZD
Double Deck Island w/sliding doors

Features and Benefi ts
• Sleek glass lids provide an attractive accent 

to the case while ensuring optimal case 
performance.  

• The O2DMZD was designed on a foundation 
of extensive lab testing and uses less energy 
than any other semi-vertical freezer case in the 
industry.  All performance aspects of the case are 
highly optimized including defrost and pull-down 
times.

• 100 cubic feet of pack-out on a 12 ft. case.  
When placed in a back to back arrangement, this 
case provides roughly 20% more interior space 
than a typical wide island freezer case. 

• Large 12” front glass maximizes the product 
viewable area. 

• Abundant product facings unparalleled by any 
other low temperature/low profi le case. 

• Telescoping wire racks provide merchandising 
fl exibility

• All-steel construction for increased life span and 
structural integrity.

• Removable castors for easy merchandiser 
unloading, movement and installation.

Available Options
• Available with a row of shelving allowing for a versatile range 

of merchandising options.
• Can be placed against walls, in lineups, or in a back to back 

to back walk-around island arrangement.
• Combine this case with the OWEZV end cap to present 

shoppers with a continuous display of frozen products (see 
image above).

• Three case lengths available:  6’, 8’, and 12’
• Electric or hot gas defrost available.
• Environmentally-friendly Second Nature® secondary coolant 

application available.
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Please consult Hillphoenix Engineering Reference Manual for dimensions, 
plan views and technical specifi cations. Specifi cations subject to change 
without notice. Designed for optimal performance in store environments where 
temperature and humidity do not exceed 75°F and 55% R.H. Certifi ed to UL 471 
and ANSI/NSF Standard 7.

41 7/8 in [106.4 cm]

32 1/4 in [81.9 cm]

18 in [45.9 cm]

6 1/2 in [16.5 cm]*

38 1/4 in [97.1 cm]

41 7/8 in [106.4 cm]

23 1/4 in
 [59.2 cm]

37 3/8 in
 [94.8 cm]

25 1/8 in
 [63.7 cm]

12 1/4 in
 [31.2 cm]

14 in

1 FIX
1 SLIDING DOOR

43 1/2 in
 [110.6 cm]

1 1/2" PVC
DRAIN CONNECTION

NOTES:
      *   : STUB-UP AREA
      **  : RECOMMENDED STUB-UP CENTERLINE FOR ELECTRICAL AND HUB DRAINS

· FRONT AND REAR SILL HEIGHTS VARY WITH BASEFRAME HEIGHT
· ENDS ADD APPROXIMATELY 1 INCH TO CASE HEIGHT
· SUCTION LINE  (4")-1/2", (6' & 8')-5/8" , (12')7/8".
· LIQUID LINE (ALL LENGTHS)- 3/8"
· DASHED LINES SIGNIFY AREA INSIDE THE BASE RAIL BEHIND KICK PLATE

ELECTRICAL 
JUNCTION BOX

(WIRING PER LOCAL CODES)

FRONT OF CASE

REFRIGERATION

62 1/2 in
 [158.7 cm]

41 7/8 in
 [106.4 cm]

1 1/2 in [3.8 cm]
{END}

34 7/8 in
 [88.7 cm]

**

28 7/8 in
 [73.2 cm]

8 3/4 in [22.1 cm]
KICK PLATE
LOCATION

REFRIGERATION

41 7/8 in
 [106.4 cm]

76 5/8 in
 [194.8 cm]

34 7/8 in
 [88.7 cm]

** 28 7/8 in
 [73.2 cm]

84 in [213.3 cm]

37 3/8 in
 [94.8 cm]

25 1/8 in
 [63.7 cm]

12 1/4 in
 [31.2 cm]

14 in

1 FIX
1 SLIDING DOOR

62 1/2 in [158.7 cm]*

76 5/8 in [194.8 cm]

23 1/4 in
 [59.2 cm]

46 3/4 in
 [118.7 cm]

14 in

84 in
[213.4 cm]

32 1/4 in [81.9 cm]

18 in [45.9 cm]

LC

48 in [121.9 cm] (4' CASE)
72 in [182.9 cm] (6' CASE)
96 in [243.8 cm]  (8' CASE)

144 in [365.8 cm]  (12' CASE)

Continuous insulated panels on the end of the back 
to back door system provide an ideal location for 
cross merchandising dry products.


