Self-Service Multi-Deck

Non-refrigerated merchandiser for bakery.
Available Options

- Remote case lengths: 4', 5', 7', 9', 10', and 12'.
- No miters or wedges available.
- Bullet leg base with adjustable height toekick.
- 7'-13/16"H toekick with no change to the overall case height.
- BLF front profile.
- Radius cornice.
- Lighted cornice with custom lettering.
- Exterior finishes: Painted or stainless steel.
- Painted metal or stainless steel outside back finish.
- Painted metal toekicks and base trim.
- White or stainless steel case interior.
- Mirrored polished stainless steel inside back.
- Glass, wire (chrome or white), painted metal, or stainless steel shelving.
- Wire bagel baskets.
- Clearvoyant® LED under shelf lighting.
- Non-glare glass doors.
- Reflective rear load doors.
- Dry rear storage with or without sliding doors.
- Crumb tray.
- 23-1/2"H x 8"D bread shelf and bag ledge laminated to match exterior.
- Recessed trash/waste bin.
- Recessed bag and tissue storage.
- Solid oak bag ledge with clear coat to include standard bag cutout in fascia with tissue holder on customer right side.
- Solid or full-view end panels with mirror-polished, stainless steel interior.
- Glass end panels.
- Cart bumper mounted on front panel of case.
- Cart bumper added to end panels.

Base Model Features

- Sled runner base construction.
- Case dimensions: 81"H and 32"D.
- 6'-5/16"H stainless steel toekick, front, sides, and flush rear base trim.
- Standard grade exterior laminate.
- Standard grade black laminate on outside back and case top.
- Stainless steel exterior trim.
- Straight front profile.
- Straight cornice laminated to match exterior.
- Standard grade black laminate interior and trim.
- (2) rows Clearvoyant® LED cornice lights.
- (3) rows each 10" fixed, 10° angle, adjustable, black wire shelving with black price tag molding, and product stop.
- (1) row self-closing plex roll bin.
- ⅜" Tempered glass, self-closing frameless doors.
- Standard ledge to include standard bag cutout in fascia with tissue holder on customer right side.
- On/off light switch.
- Electrical ballast tray on top of display case.
- Hard wire power connection.