
Meat Cases
Refrigerated service and self-service displays.

Specialty 
Products

Photo may depict options not included on standard models.

SMD-RGC Refrigerated Coolgenix® Multi-deck Display 
Optional Vertical Glass Front



44 in
 [111.8 cm]

8 5/8 in
 [21.9 cm]

ELECTRICAL RACEWAY

SLIDING
REAR LOAD DOORS

35 in
 [89.0 cm]

3 5/16 in
 [8.4 cm]

27 3/16 in
 [69.0 cm]

51 1/8 in
 [129.9 cm]

23 1/8 in
 [58.7 cm]

7 13/16 in
 [19.8 cm]

32 1/2 in
 [82.5 cm]

16 1/8 in
 [41.0 cm]

Meat S E R V I C E

POWER SUPPLY

2 in
 [5.2 cm]

18 in
 [45.7 cm]

51 in
 [129.6 cm]

6 in
 [15.2 cm]

12 in
 [30.5 cm]

1 in
 [2.5 cm]

1 in
 [2.5 cm]

15" x 11" MECHANICAL ACCESS
FOR ELECT. ,REFRIG. ,AND DRAIN CONNECTIONS TOEKICK

42 in
 [106.7 cm]

TOEKICK

72 1/2 in [184.2 cm] {6’ case}

LC
FRONT OF CASE

26 in
 [66.0 cm]

96 1/2 in [245.1 cm] {8’ case}
120 1/2 in[306.1 cm] {10’case}
144 1/2 in[367.0 cm] {12’ case}

6 5/16 in
 [16.0 cm]

42 in
 [106.7 cm]

51 in
 [129.5 cm]

1 1/2 in
 [3.7 cm]

34 5/16 in
 [87.2 cm]

20 3/8 in
 [51.7 cm] 9 1/4 in

 [23.5 cm]

13 7/8 in
 [35.2 cm]

22 3/4 in
 [57.8 cm]

14 in
 [35.6 cm]

LOAD LIMIT LINE

16 3/4 in
 [42.5 cm]

14 5/8 in
 [37.2 cm]

SLIDING
REAR LOAD DOORS

14 3/16 in
 [36.0 cm]

14 13/16 in
 [37.7 cm]

[123.2 cm] {4’ case}48 1/2 in

ELECTRICAL RACEWAY

REAR SLIDING DOORS

LOWER REAR STORAGE AND
SHELF WITH DOORS

16 15/16 in
 [43.0 cm]

13 1/16 in
 [33.2 cm]

13 13/16 in
 [35.1 cm]

19 1/4 in
 [48.9 cm]

33 7/8 in
 [86.0 cm]

52 3/8 in
 [133.0 cm]

 SLIDING
REAR LOAD DOORS

1 in
 [2.5 cm]

1 in
 [2.5 cm]ELECTRICAL BOX REFRIGERATION TOEKICK

DRAIN CONNECTION

6 3/4 in
 [17.2 cm]

LC
FRONT OF CASE

96 in

48 in
72 in

144 in[365.8 cm] {12’ case}

[121.9 cm] {4’ case}
[182.9 cm] {6’ case}
[243.8 cm] {8’ case}

24 in [61.0 cm] (4')
36 in [91.4 cm] (6' & 8')
72 in [182.9 cm] (12')

1 5/8 in [4.1 cm] (4')
15 in [38.1 cm] (6')
39 in [99.1 cm] (8')
87 in [221.0 cm] (12')8 3/4 in [22.2 cm] (4')

32 3/4 in [83.2 cm] (6')
56 3/4 in [144.1 cm] (8')

104 3/4 in [266.1 cm] (12')

28 1/4 in
 [71.7 cm]

32 1/4 in
 [81.8 cm]

46 9/16 in
 [118.3 cm]

26 1/8 in
 [66.4 cm]

46 9/16 in
 [118.2 cm]

31 5/8 in
 [80.3 cm]

13 1/2 in
 [34.2 cm]

5 7/8 in
 [15.0 cm]

36 13/16 in
 [93.4 cm]

TOEKICK

36 3/4 in
 [93.4 cm]

96 in [243.8 cm] {8’ case}

48 in [121.9 cm] {4’ case}
72 in [182.9 cm] {6’ case}

120 in [304.8 cm] {10’ case}
144 in [365.8 cm] {12’ case}

ELECTRICAL RACEWAY

SLIDING
REAR LOAD DOORS

23 3/4 in
 [60.3 cm] 22 1/2 in

 [57.1 cm]

23 1/8 in
 [58.7 cm]

15 15/16 in
 [40.5 cm]

50 1/2 in
 [128.3 cm]

CASE
HEIGHT

POWER SUPPLY

TOEKICK

TOEKICK12" x 12" MECHANICAL ACCESS

31 1/2 in
 [80.0 cm]

1 in
 [2.5 cm]

6 in
 [15.2 cm]

13 in
 [33.0 cm]

FRONT OF CASE

CL

42 in
 [106.7 cm]

31 1/2 in
 [80.0 cm]

3 5/16 in
 [8.5 cm]

25 3/4 in
 [65.4 cm]

16 3/8 in
 [41.6 cm]
INTERIOR
HEIGHT

32 11/16 in
 [83.1 cm]

21 3/4 in
 [55.2 cm]

VISUAL
DISPLAY

42 in
 [106.7 cm]

18 7/8 in
 [48.0 cm]

1 5/8 in
 [4.2 cm]

BMD-RG Refrigerated Gravity Coil  
Single-deck Display.

PTD-RGC Refrigerated Coolgenix® 
Multi-deck Combo Display.

GMD-RG Refrigerated Gravity Coil 
Single-deck Display.

S2SG-R Refrigerated Gravity Coil 
Single-deck Display.



POWER SUPPLY

1 in
 [2.5 cm]

LC
FRONT OF CASE

13 in
 [33.0 cm]

6 in
 [15.2 cm]

1 5/8 in
 [4.2 cm]

18 7/8 in
 [48.0 cm]

45 in
 [114.3 cm]

12" x 12" MECHANICAL ACCESS
FOR ELECT. ,REFRIG. ,AND DRAIN CONNECTIONS

TOEKICK

TOEKICK

96 in[243.8 cm] {8’ case}

48 in[121.9 cm] {4’ case}
72 in[182.9 cm] {6’ case}

120 in[304.8 cm] {10’ case}
144 in[365.8 cm] {12’ case}

1 in
 [2.5 cm]

34 1/2 in
 [87.6 cm]

33 15/16 in
 [86.3 cm]

3 5/16 in
 [8.4 cm]

34 1/2 in
 [87.7 cm]

31 in
 [78.7 cm]

45 in
 [114.4 cm]

28 1/16 in
 [71.3 cm]

16 15/16 in
 [43.0 cm]

54 1/4 in
 [137.7 cm]

24 1/8 in
 [61.3 cm]

19 3/16 in
 [48.8 cm]

SLIDING
REAR LOAD DOORS

ELECTRICAL RACEWAY ADJUSTABLE 
COOLGENIX DECK PANS 
(FLAT 0°, 5°, & 10°)

19 9/16 in
 [49.6 cm]

51 in
 [129.5 cm]

POWER SUPPLY

42 in
 [106.7 cm]

97 in
121 in
145 in

72 1/2 in
48 1/2 in[123.2 cm] {4’ case}

[184.2 cm] {6’ case}
[246.4 cm] {8’ case}
[307.3 cm] {10’ case}
[368.3 cm] {12’ case}

2 in
 [5.2 cm]

6 in
 [15.2 cm]

12 in
 [30.5 cm]

18 in
 [45.7 cm]

51 in
 [129.5 cm]

1 in
 [2.5 cm]

1 in
 [2.5 cm]TOEKICK

TOEKICK
15" x 11" MECHANICAL ACCESS
FOR ELECT. ,REFRIG. ,AND DRAIN CONNECTIONS

LC
FRONT OF CASE

11 13/16 in
 [30.0 cm]

16 7/16 in
 [41.8 cm] 22 3/4 in

 [57.8 cm]

LOAD LIMIT LINE

6 5/16 in
 [16.1 cm]

16 3/4 in
 [42.5 cm]

13 5/8 in
 [34.6 cm]

42 in
 [106.7 cm]

1 1/2 in
 [3.7 cm]

12 in
 [30.5 cm]

ELECTRICAL RACEWAY

LOWER REAR STORAGE
WITH DOORS

REAR SLIDING DOORS

33 5/16 in
 [84.6 cm]

19 9/16 in
 [49.7 cm]

SLIDING
REAR LOAD DOORS

12 15/16 in
 [32.9 cm]

21 11/16 in
 [55.0 cm]

16 11/16 in
 [42.4 cm] 7 15/16 in

 [20.2 cm]

Please consult Hillphoenix Engineering Reference Manual 
for dimensions, plan views and technical specifi cations.  
Specifi cations are subject to change without notice.

Designed for optimal performance in store environments where 
temperatures and humidity do not exceed 75°F and 55% R.H.

13 7/8 in
 [35.2 cm]

19 1/4 in
 [48.9 cm]

5 7/8 in
 [14.9 cm]

36 13/16 in
 [93.4 cm]

30 15/16 in
 [78.7 cm]

 SLIDING
REAR LOAD DOORS

5 in
 [12.8 cm]

10 in
 [25.4 cm]

26 3/16 in
 [66.5 cm]

46 7/16 in
 [117.9 cm]

ADJUSTABLE
COOLGENIX DECK PANS
(FLAT 0°, 5°, & 10°)

33 13/16 in
 [85.9 cm]

52 3/8 in
 [133.1 cm]

16 5/8 in
 [42.2 cm]

*Shown with optional shelving.

55 1/8 in
 [140.0 cm]

33 1/4 in
 [84.5 cm]

2 in
 [5.0 cm]

16 11/16 in
 [42.5 cm]

46 1/8 in
 [117.2 cm]

54 in
 [137.1 cm]

6 5/16 in
 [16.0 cm]

8 9/16 in
 [21.8 cm]

15 1/2 in
 [39.4 cm]

18 3/8 in
 [46.7 cm]

LOAD LIMIT LINE

 SLIDING
REAR LOAD DOORS

8 5/8 in
 [21.9 cm]

ELECTRICAL RACEWAY

27 1/8 in
 [69.0 cm]

26 1/16 in
 [66.2 cm]

GMD-RGC Refrigerated Coolgenix®

Multi-deck Display.

S2SGC Refrigerated Coolgenix®

Single-deck Display.

PTD-RG Refrigerated Gravity Coil 
Multi-deck Combo Display.

SD-RG Refrigerated Gravity Coil 
Multi-deck Combo Display.



30" GLASS OPTION

20 9/16 in
 [52.2 cm]

29 1/2 in
 [74.9 cm]

45 3/16 in
 [114.8 cm]

24 7/16 in
 [62.1 cm]

25 1/2 in
 [64.8 cm]

31 7/8 in
 [81.0 cm]

23 1/4 in
 [59.1 cm]

 SLIDING
REAR LOAD DOORS

ELECTRICAL BOX

16 9/16 in
 [42.1 cm]

5 7/8 in
 [14.9 cm]

36 3/8 in
 [92.4 cm]

25 7/8 in
 [65.6 cm]

50 in
 [127.0 cm]

22 in
 [55.9 cm]

8 5/16 in
 [21.2 cm]

Meat S E R V I C E

LC
FRONT OF CASE

POWER SUPPLY
12 in

 [30.5 cm]

45 3/8 in [115.3 cm]
(FLAT REAR SILL)
50 1/8 in [127.3 cm]

(EXTENDED REAR SILL)

24 13/16 in
 [63.0 cm]

20 in
 [50.8 cm]

39 7/8 in [101.3 cm]
(FLAT REAR SILL)
44 5/8 in [113.3 cm]

(EXTENDED REAR SILL)

15 in [38.1 cm]
(FLAT REAR SILL)
19 3/4 in [50.2 cm]

(EXTENDED REAR SILL)

33 9/16 in [85.2 cm]
(FLAT REAR SILL)
38 5/16 in [97.3 cm]

(EXTENDED REAR SILL)

1 3/4 in
 [4.4 cm]

4 1/16 in
 [10.2 cm]

45 3/8 in
 [115.2 cm]

28 1/8 in
 [71.4 cm]

13 9/16 in
 [34.4 cm]

50 1/2 in
 [128.3 cm]

7 in
 [17.8 cm]

21 1/2 in
 [54.6 cm]

1 1/2 in
 [3.8 cm]

DRAIN CONNECTION

20" x 10" RECOMMENDED
ELECTRICAL STUB UP LOCATION

REFRIGERATION TOEKICK

TOEKICK

 SLIDING
REAR LOAD DOORS

96 in

48 in
72 in

144 in[365.8 cm] {12’ case}

[121.9 cm] {4’ case}
[182.9 cm] {6’ case}
[243.8 cm] {8’ case}

24 in [61.0 cm] (4')
36 in [91.4 cm] (6' & 8')
72 in [182.9 cm] (12')

22 15/16 in
 [58.3 cm]

ELECTRICAL BOX

30 3/4 in
 [78.1 cm]

18 1/4 in
 [46.4 cm]

39 7/8 in
 [101.3 cm]

4 1/16 in
 [10.2 cm]

39 7/8 in
 [101.3 cm]

45 3/8 in
 [115.2 cm]

28 1/8 in
 [71.4 cm]

19 1/2 in
 [49.6 cm]

50 1/2 in
 [128.3 cm]

7 in
 [17.8 cm]

LC
FRONT OF CASE

POWER SUPPLY

1 1/2 in
 [3.8 cm]

1 1/2 in
 [3.8 cm]

12 in
 [30.5 cm]

45 3/8 in [115.3 cm]
(FLAT REAR SILL)
50 1/8 in [127.3 cm]

(EXTENDED REAR SILL)

24 13/16 in
 [63.0 cm]

20 in
 [50.8 cm]

39 7/8 in [101.3 cm]
(FLAT REAR SILL)
44 5/8 in [113.3 cm]

(EXTENDED REAR SILL)

15 in [38.1 cm]
(FLAT REAR SILL)
19 3/4 in [50.2 cm]

(EXTENDED REAR SILL)

33 9/16 in [85.2 cm]
(FLAT REAR SILL)
38 5/16 in [97.3 cm]

(EXTENDED REAR SILL)

1 3/4 in
 [4.4 cm]

21 1/2 in
 [54.6 cm]

DRAIN CONNECTION

20" x 10" RECOMMENDED
ELECTRICAL STUB UP LOCATION

REFRIGERATION TOEKICK

TOEKICK

 SLIDING
REAR LOAD DOORS

96 in

48 in
72 in

144 in[365.8 cm] {12’ case}

[121.9 cm] {4’ case}
[182.9 cm] {6’ case}
[243.8 cm] {8’ case}

24 in [61.0 cm] (4')
36 in [91.4 cm] (6' & 8')
72 in [182.9 cm] (12')

22 15/16 in
 [58.3 cm]

ELECTRICAL BOX

30 3/4 in
 [78.1 cm]

18 1/4 in
 [46.4 cm]

POWER SUPPLY

LC
FRONT OF CASE

45 3/16 in
 [114.8 cm]

11 1/4 in
 [28.6 cm]

34 3/16 in
 [86.9 cm]

2 1/4 in
 [5.7 cm]

24 13/16 in
 [63.0 cm]

20 in
 [50.8 cm]

15 in
 [38.1 cm]

[121.9 cm] {4’ case}
[182.9 cm] {6’ case}
[243.8 cm] {8’ case}96 in

48 in
72 in

144 in[365.8 cm] {12’ case}

3/4 in
 [1.9 cm]

3/4 in
 [1.9 cm]REFRIGERATION

DRAIN CONNECTION

20" x 10" RECOMMENDED
ELECTRICAL STUB UP LOCATION

24 in [61.0 cm] (4')
36 in [91.4 cm] (6' & 8')
72 in [182.9 cm] (12')

24 7/16 in
 [62.1 cm]

45 3/16 in
 [114.8 cm]

ELECTRICAL BOX

25 1/2 in
 [64.8 cm]

23 1/4 in
 [59.1 cm]

 SLIDING
REAR LOAD DOORS

31 7/8 in
 [81.0 cm]

36 3/8 in
 [92.5 cm]

TOEKICK

TOEKICK

5 7/8 in
 [14.9 cm]

36 3/8 in
 [92.4 cm]

25 9/16 in
 [64.9 cm]

50 in
 [126.9 cm]

21 13/16 in
 [55.4 cm]

18 13/16 in
 [47.8 cm]

8 1/16 in
 [20.6 cm]

Please consult Hillphoenix Engineering Reference Manual 
for dimensions, plan views and technical specifications.  
Specifications are subject to change without notice.

Designed for optimal performance in store environments where 
temperatures and humidity do not exceed 75°F and 55% R.H.

SGM Refrigerated Gravity Coil Single-deck Display.
Available in 30” glass height.

SSAM-RG Refrigerated Coolgenix® 
Single-deck Combo Display. SSFM-RG Refrigerated Gravity Coil 

Single-deck Display.

SGMO Refrigerated Gravity Coil  
Single-deck Display.



LC
FRONT OF CASE

POWER SUPPLY

96 1/4 in

144 1/4 in

72 1/2 in
48 1/8 in

120 1/2 in

[122.2 cm] {4’ case}
[184.2 cm] {6’ case}
[244.5 cm] {8’ case}
[306.1 cm] {10’ case}
[366.4 cm] {12’ case}

23 3/16 in
 [58.8 cm]

42 in
 [106.7 cm]

3 5/16 in
 [8.4 cm]

31 1/2 in
 [80.0 cm]

13 15/16 in
 [35.4 cm]

1 5/8 in
 [4.2 cm]

16 1/8 in
 [41.0 cm]

42 in
 [106.7 cm]

31 1/2 in
 [80.0 cm]

6 in
 [15.2 cm]

12 5/16 in
 [31.2 cm]

1 in
 [2.5 cm]

1 in
 [2.5 cm]

12" x 12" MECHANICAL ACCESS
FOR ELECT. ,REFRIG. ,AND DRAIN CONNECTIONS

TOEKICK

TOEKICK

18 9/16 in
 [47.1 cm]

33 7/16 in
 [85.0 cm]

52 1/8 in
 [132.4 cm]

24 7/8 in
 [63.3 cm]

ELECTRICAL RACEWAY

 SLIDING
REAR LOAD DOORS

10 1/2 in
 [26.7 cm]

96 in [243.8 cm] {8’ case}

48 in [121.9 cm] {4’ case}
72 in [182.9 cm] {6’ case}

120 in [304.8 cm] {10’ case}
144 in [365.8 cm] {12’ case}

13 13/16 in
 [35.1 cm]

25 1/16 in
 [63.7 cm]

31 in
 [78.7 cm]

19 in
 [48.3 cm]
INTERIOR
HEIGHT

26 1/4 in
 [66.7 cm]

17 in
 [43.3 cm]

42 in
 [106.7 cm]

3 5/16 in
 [8.4 cm]

31 1/2 in
 [80.0 cm]

54 1/4 in
 [137.8 cm]

CASE
HEIGHT

ELECTRICAL RACEWAY

26 in
 [66.0 cm]

10 in
 [25.4 cm]

14" x 14" MECHANICAL ACCESS

TOEKICK

LC
FRONT OF CASE

TOEKICK6 in
 [15.2 cm]

12 in
 [30.5 cm]

POWER SUPPLY

2 in
 [5.1 cm]

17 3/8 in
 [44.2 cm]

COOLGENIX SHELVING 
(OPTIONAL)

27 1/4 in
 [69.2 cm]

VISUAL 
DISPLAY

SLIDING
REAR LOAD DOORS

12 1/2 in
 [31.7 cm]

28 1/4 in
 [71.7 cm]

32 1/4 in
 [81.8 cm]

DRAIN CONNECTION TOEKICK

36 13/16 in
 [93.5 cm]

CHILLER / PIPING STATION

(DO NOT BRING PIPING UP 
DIRECTLY UNDER THIS AREA)

24 in [61.0 cm] (4')
36 in [91.4 cm] (6' & 8')
72 in [182.9 cm] (12')

6 3/4 in
 [17.2 cm]

39 in [99.1 cm] (4')
63 in [160.0 cm] (6')
87 in [221.0 cm] (8')

135 in [342.9 cm] (12')

96 in

48 in
72 in

144 in[365.8 cm] {12’ case}

[121.9 cm] {4’ case}
[182.9 cm] {6’ case}
[243.8 cm] {8’ case}

1 in
 [2.5 cm]

1 in
 [2.5 cm]ELECTRICAL BOX REFRIGERATIONTOEKICK

46 7/16 in
 [117.9 cm]

LC
FRONT OF CASE

13 3/4 in
 [35.0 cm]

16 13/16 in
 [42.7 cm]

5 in
 [12.8 cm]

5 7/8 in
 [14.9 cm]

36 13/16 in
 [93.5 cm]

37 15/16 in
 [96.3 cm]

52 3/8 in
 [133.0 cm]

30 15/16 in
 [78.7 cm]

 SLIDING
REAR LOAD DOORS

30 1/8 in
 [76.5 cm]

46 7/16 in
 [117.9 cm]

ADJUSTABLE
COOLGENIX 
DECK PANS
(FLAT 0°, 5°, & 10°)

12 3/4 in
 [32.4 cm]

8 3/4 in [22.2 cm] (4')
32 3/4 in [83.2 cm] (6')
56 3/4 in [144.1 cm] (8')

104 3/4 in [266.1 cm] (12')1 5/8 in [4.1 cm] (4')
15 in [38.1 cm] (6')
39 in [99.1 cm] (8')
87 in [221.0 cm] (12')

SSGC Refrigerated Coolgenix®

Single-deck Display.

SMD-RG Refrigerated Gravity Coil Single-deck Display.
Also available in vertical glass option. SMD-RGC Refrigerated Gravity Coil Single-deck Display.

Also available in vertical glass option.

Refrigerated Single-deck Display.SGM



Meat S E R V I C E

Please consult Hillphoenix Engineering Reference Manual 
for dimensions, plan views and technical specifications.  
Specifications are subject to change without notice.

Designed for optimal performance in store environments where 
temperatures and humidity do not exceed 75°F and 55% R.H.

30 in
 [76.2 cm]

LED VERTICAL
LIGHTING

2 in
 [5.1 cm]

28 in
 [71.1 cm]

6 in
 [15.2 cm]

32 in
 [81.3 cm]

11 11/16 in
 [29.7 cm]

49 13/16 in
 [126.5 cm]

30 in
 [76.2 cm]

25 13/16 in
 [65.6 cm]

21 13/16 in
 [55.4 cm]

93 1/2 in
 [237.5 cm]

49 1/4 in
[125.1 cm]

SLIDING
REAR LOAD DOORS

 LOWER STORAGE WITH
REAR LOAD DOORS

20 in
 [50.8 cm]

20 7/16 in
 [51.9 cm]

20 in
 [50.8 cm]

Refrigerated Multi-deck Display.AGB-RG

Refrigerated Single-deck Display.SSGC

AGB-RG Refrigerated Gravity Coil 
Multi-deck Aged Meat Display



42 in
 [106.7 cm]

13 15/16 in
 [35.4 cm]

23 3/16 in
 [58.8 cm]

39 1/2 in
 [100.4 cm]

10 3/16 in
 [25.9 cm]

15 15/16 in
 [40.5 cm]

25 3/16 in
 [63.9 cm]

31 1/2 in
 [80.0 cm]

3 5/16 in
 [8.4 cm]

11 1/8 in
 [28.3 cm]

ELECTRICAL RACEWAY
SMD PROFILE OPTION

LOAD LIMIT LINE

31 9/16 in
 [80.2 cm]

30 5/8 in
 [77.8 cm]

15" x 15" MECHANICAL ACCESS

TOEKICKPOWER SUPPLY

10 in
 [25.4 cm]

33 13/16 in
 [85.9 cm]

1 in
 [2.5 cm]

42 5/8 in
 [108.3 cm]

[184.2 cm] {6’ case}72 1/2 in
[123.2 cm] {4’ case}48 1/2 in

 [245.1 cm] {8’ case}96 1/2 in

FRONT OF CASE

CL

12 in
 [30.5 cm]

144 1/2 in [367.0 cm] {12’ case}
120 1/2 in [306.1 cm] {10’ case}

16 in
 [40.6 cm]

6 in
 [15.2 cm]

24 3/4 in
 [62.9 cm]

VISUAL 
DISPLAY

46 1/2 in
 [118.0 cm] 

CASE
HEIGHT

16 3/4 in
 [42.6 cm]
INTERIOR 
HEIGHT

12 in
 [30.4 cm]

LOAD LIMIT

17 3/4 in
 [45.1 cm]

26 7/8 in
 [68.3 cm]

ELECTRICAL RACEWAY33 13/16 in
 [85.9 cm]

42 5/8 in
 [108.3 cm]

Meat S E L F - S E R V I C E

Refrigerated Single-deck Display.
Dual Temp: for Meat & Deli Applications. 

HSC-SC

DLPC-R Refrigerated 
Single-deck Display. HSC Refrigerated Single-deck Display.

Available in Remote and Self-contained.



2016 Gees Mill Road 
Conyers, GA 30013
770-285-3264

www.hillphoenix.com

MEAT_0520_/K


