
ALL MEASUREMENTS ARE TAKEN PER ASHRAE-72 
SPECIFICATIONS. HILLPHOENIX REFRIGERATED 
DISPLAY CASES FOR SALE IN THE UNITED STATES 
MEET OR EXCEED DEPARTMENT OF ENERGY 2017 
REQUIREMENTS.

COMPONENT

OWIZVL
6', 8' & 12' Low Temp Island Merchandiser with Slider Lids

Frozen Food/Dual Temp

OWIZVL

GENERAL NOTES

• "- - -" indicates that the feature is not an option on this case model and/or is not available at this time. 

SHIPPING WEIGHT

Case Weight

OWIZVL ---

Rev. Date Rev. # Rev. Title

12-03-25 3 DATA UPDATE

10-01-25 2 ENDVIEW UPDATE
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NOTES

• "- - -" indicates that the feature is not an option on this case model and/or is not available at this time. 
• Defrost data represent one side of the case only. These values must be doubled to account for both sides.
• Lighting data represent one side of the sill. These values must be doubled to account for both sides.
• Listed discharge air velocity represents the average velocity after defrost.
• Temperature and defrost settings listed below are recommended start-up settings. Final operational settings may need to be 

adjusted for the store conditions in which the case operates. The minimum recommended evaporator temperature is 4°F below 
the listed evaporator temperature.

• Fans must remain on during defrost.
• Anti-condensate heat is 0W for medium temperature applications.
• For best performance store conditions should meet 75°F & 46 % Relative Humidity or below 53°F Dew Point.

ELECTRICAL DATA

Case
Length

Fans
Per

Case

High Efficiency
Fans Defrost Heaters

120 Volt 208 Volts 240 Volts

Amps Watts Amps Watts Amps Watts

6' 4 0.02 5.3 8.70 1800 10.00 2400

8' 4 0.04 5.3 11.54 2400 13.31 3195

12' 6 0.07 7.9 17.31 3600 19.98 4795

GUIDELINES AND CONTROL SETTINGS

Application

BTUH/ft Superheat Set
Point @ Bulb (°F)

Evaporator
(°F)

Discharge
Air (°F)

Discharge Air
Velocity (FPM)Conventional Parallel

Dairy/Deli 153 151 6 - 8 26 30 80

Fresh Meat 172 169 6 - 8 22 25 80

Frozen Food 348 342 3 - 5 - 10 - 4 80

DEFROST CONTROLS

Application
Defrosts
Per Day

Electric Defrost Hot Gas Defrost

Fail Safe
(Min)

 Termination
Temp (°F)

Run Off
Time (Min)

 Fail Safe
(Min)

Termination
Temp (°F)

Run Off
Time (Min)

Dairy/Deli/Fresh Meat 1 45 55 10 15 65 15

Frozen Food 1 60 55 10 20 65 15

LIGHTING DATA

Case
Length

Lights & Length
Per Side

Clearvoyant v4 LED Lighting
(Per Light Row)

Standard Power

120 Volts

Amps  Watts

6' 1 - 5' 0.07 8.2

8' 2 - 3' 0.09 10.2

12' 2 - 5' 0.14 16.4

Rev. Date Rev. # Rev. Title

12-03-25 3 DATA UPDATE

10-01-25 2 ENDVIEW UPDATE

ANTI-CONDENSATE DATA

Case
Length

12" Glass Front 17" Glass Front

120 Volts 120 Volts

Amps Watts Amps Watts

6' 1.54 186 1.94 233

8' 2.02 240 2.50 298

12' 3.06 367 3.84 460
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17" STREAMLYNE 17" FLAT 12" STREAMLYNE 12" FLAT

GLASS FRONT OPTIONS

END OPTIONS
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NOTES

•  Options not available with slider lids:
   -  Top Piping/ Wiring
   -  Superstructures
   -  Night Curtains
  
   



LOAD LIMIT LINE

31 1/8" [79.0 cm]

29 3/4" [75.6 cm]

33" [83.8 cm]

29 7/8" [75.8 cm]
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12" GLASS FRONT
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6 1/2" [16.4 cm]

37 5/8" [95.4 cm]

42 1/4" [107.3 cm]

84 1/2" [214.7 cm]
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REFRIGERATION
(OPTIONAL)

ELECTRICAL

REFRIGERATION

WIRING TO RACEWAY
(STANDARD)

ELECTRICAL

72" [182.9 cm]
96" [243.8 cm]

KICKPLATE

144" [365.8 cm]

8 5/8" [21.9 cm]
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8 5/8" [21.9 cm]

1 1/2" [3.8 cm] {END}

12" [30.5 cm]
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NOTES

      *   : STUB-UP AREA
      **  : RECOMMENDED STUP-UP CENTERLINE FOR ELECTRICAL AND HUB DRAINS

•  Ends add approximately 1” to case height and 1” to the front of the case (both sides). 
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